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CarpenterStone offers the most advanced Stamped Overlay products in the market. These engineered cementitious toppings utilize the most 
current advances in mix design, modern fiber technology, and proprietary admixtures to achieve superior bonding and adhesion without the 
use of co-polymers, epoxy, or latex.   This results in applications that are easier to use, more forgiving and faster to install - - saving you 
time and money.  

When stamped, CarpenterStone Overlay creates textures that can resemble a full array of stamp designs: tile, cut stone, slate, brick, 
cobblestone, etc. CarpenterStone Overlay offers the most unique restoration, repair, resurfacing, architectural accenting, and surface 
protection in the market.  

The fibers utilized in the CarpenterStone Overlay enhance strength and increase flexibility essential in a thin topping. The proprietary high 
performance admixtures of the CarpenterStone Overlay Modifier not only increase strength, but also, reduce permeability and shrinkage. 
The admixtures also help improve chemical resistance.  

   Take a driveway that looks like this                      and make it look like this. 

  

The only overlay that we know of that can be applied directly over old asphalt. 

 

Environmentally friendly and cost efficient. Don’t pay to dig up the old asphalt and send it to the landfill.   

 

Pour the overlay directly over the old asphalt to create a new enhanced look, quickly and easily. 

 

Enhanced adhesion allows the overlay to bond to the asphalt. 

 

The superior strength provides a strong surface coat holding the deteriorating asphalt together.  

 

Only ½” thick layer is sufficient in most instances. 

 

Increased durability. 

 

Lower maintenance. 
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The CarpenterStone stamped overlay mix is different than other stamped overlay mixes. It   

 

Has twice the compressive strength  of standard con crete. 

 

Has higher tensile and flexural strength than standard concrete. 

 

Can be a ppl ied  at ¼” –  3/8” thickness. 

 

Can be stamped within 30 minutes to 1 ½ hours  depending upon thickness, temperature, etc . 

 

Can be w alked on in hours 

 

Can be driven and parked on i n  only three days .  

 

Can often be stained and sealed in the same day. 

 

Requires no special tools (only regular stamped overlay rakes, trowels, stamps, etc.) 

 

Passes standard freeze / thaw tests. 

 

Uses standard stains and sealers. 

 

Contains no co -polymers  or ep oxy . 
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